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INNER TUBE  EPDM 

BRASS NUTS  1/2" FEMALE THREADS

NUT WASHER EPDM

INSERTS  DZR BRASS 

CRIMPED SLEEVES PRESSED 304 SS

LENGTHS AVAILABLE 200mm, 350mm, 450mm, 

600mm   

5 YEAR WARRANTY

1. Avoid cleaning agents containing ingredients, such as chlorine bleach, formic acid, 

acetic or Hydrochloric acid.

2. Wipe all surfaces using a soft unabrasive cloth, with warm soapy water.

CLEANING INSTRUCTIONS

DZR BRASS INSERTS
TO ENSURE RELIABILITY
AT HIGH  TEMPERATURES

EPDM WASH
ENSURING A SECURE
SEAL & TO PREVENT LEAKS

BRASS NUTS
14g IN WEIGHT &
NICKLE PLATED TO 
ENSURE DURABILITY 

EPDM INNER TUBE
TO ENSURE RELIABILITY
AT HIGH TEMPERATURES

PRESSED 304 SS
SLEEVE PREVENTING
ANY WEAK POINTS
OR RUSTING WHEN
COMPARED TO 
WELDED

304 STAINLESS BRAIDED
MESH TO PROVIDE 
HIGHER ENSILE  STRENGTH
& RESISTANCE AGAINST
CORROSION 


